
F E D C B A

EXISTING GROUND ELEVATION’433.OO3"? AIR INLET SLIP COUPLING (ABS)
CD2“0 INLET SLIP COUPL NG SON-SO PVC

SEPTIC TANK S PRE TREATMENT POD NOTES8
1 UUI

3-3”

4"0 OUTLET PIPE SCH-4O PVC CD
5 ■ H; v

+4’-4-

PRE TREATMENT POD
6-8-

45-11-
3"0 AIR INLET SLIP COUPLING (ABS)

GOr

0 0¥ ? <D cxi

DO DO
tr X tn

2“ INLET SLIP COUPLING SCH-8O PVC

4"0 OUTLET PIPE SCH-4O PVC

£r-r

n tn 2“ SCH-4O PVCSB

DO DO
BID SET

4
^TTTT *1El El

r SCH-4O PVC
✓

I 6-1 442 I -0 I A

r
21-4’

4“ SCH-4O PVC
I

13-11’

8"
8"

48“ X 48" ALUMINUM HATCH

6“
2O'-O'

EFFLUENT FILTER
2-4“ DIA. HOLES

4 - 4“ DIA. HOLES

2-HIGH HEAD TURBINE PUMPS
3

PUMP VAULT WITH FILTER

12-ir

8,000 GALLON SEPTIC TANK

J

PLAN

I I

X LL L GROUND ELEV. 434.23 JGROUND ELEV. 434.23 I 12

1“ FILTRATE RETURN a
TOP ELEV. 429.89 C 1ÏTOP ELEV. 429:

■ nVENT (TYP.2) VENT
INV IN

6“-I6“ SANITARY TEE
4’-5‘8-3“

4“ FLOW THROUGH (TYP.51
3“

6-6“

1 3=4TT8
6" MA

4“ FL O5"I3’-O“
im

INVERT ELEV. 422.60 JoFLOW THROUGHi INVERT ELEV. 421.83BOTT. 421.93

SUBGRADE
8“

ELEVATION

U2.3
F E D C B A

consultants

project status

owner id

seals

revisions

sheet name

sheet no

IB

I

= =4TTH 
z=4nj

PROJECT: 21045 
DATE: 1/19/2024 
DRAWN: MWB 
CHECKED: JFW

CONTROL
PANELS

■ 1
-I

8" WASHED 
STONE BASE

>
>
>

O)

L

>>>

ÎO 
। 

(O

8“ WASHED 
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2. ALL RISERS SHALL HAVE 6" WALL THICKNESS. TANKS 
SHALL BE APPROVED BY THE ON-SITE WASTEWATER 
SECTION OF EHS-DWR.

Septic System
Details

24“ SOLID MANHOLE RING S 
BOLT DOWN COVER

24“ SOLID MANHOLE RING 5 
BOLT DOWN COVER

4. PIPING FROM THE FLEXABLE HIGH PRESSURE HOSE TO 
THE OUTSIDE OF THE PUMP TANK SHALL BE SCH-4O PVC. 
PIPING SHALL BE ANCHORED WHERE SHOWN WITH 1-1/2" 
ALUMINUM ANGLE BRACKETS WITH STAINLESS STEEL 
U-BOLTS AND AND ANCHOR BOLTS.

24“ DIAMETER PRECAST
CONCRETE RISERS, 42“ 

TALL W/ 6“ WALLS

T

4" SCH-4O 
PVC PIPE 
SUPPORT

I. TANKS SHALL BE PRECAST CONCRETE AND 
TRAFFIC-RATED WITH MINIMUM 6" WALLS AND BOTTOM 
AND TOP SLABS. ALL PIPE AND ACCESS OPENINGS SHALL 
BE FORMED WHEN THE TANKS ARE CAST. RUBBER BOOTS 
SHALL BE INSTALLED TO SEAL ALL PIPE OPENINGS (C-293 
OR EQUAL). ON THE TANKS, TWO 24" DIAMETER PRECAST 
CONCRETE ROUND RISERS SHALL BE USED TO BRING THE 
SEPTIC TANK ACCESSES TO 6" ABOVE THE FINISHED 
GRADE ELEVATION. THE EFFLUENT FILTER SHALL BE A 
POLYLOK PL-625 OR EQUAL.
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NOTE’ ASTM C-293 
RUBBER BOOTS 
SHALL BE CAST IN 
PLACE AT ALL PIPE 
CONNECTIONS

SEE SHEET U 2.4 FOR 
DOSE/PUMP TANK.

2 - 2" PVC I /4 - TURN 
TRUE UNION BALL VALVES
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ASTM C-923 RUBBER
BOOTS SHALL BE_ 

CAST IN PLACE AT 
ALL PIPE CONNECTIONS

6“ EFF. FILTER
W/ CASE 
SEE NOTE

NOTE’ EFFLUENT FILTER 
SHALL BE A POLYLOK 

PL-625 OR EQUAL WITH 
TEE HANDLE

3,600 GALLON
RECIRCULATION TANK

0.0“
41.0* 
615* 
66.0“

END ELEVATION VIEW
ELEVATION DEPTH SOM BOTTOM

421.83
425.25
426.96
427.70
429.25
434.23

8,000 GALLON PRECAST 
CONCRETE SEPTIC TANK 
21-4" X 11-4" X 9-3" TALL 

(SHOAF STB-2O83 OR EQUAL)
3,600 GALLON PRECAST
CONCRETE RECIRC TANK 

13-11” X 6-6" X 8' TALL 
(SHOAF PT-2O96 OR EQUAL)
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** NOTE: BALL VALVES SHALL BE LOCATED
WITHIN 12” OF THE TOP OF THE HATCHES

/N, 2/6/2024 - ADDENDUM #I

""nnmii"" 2/6/2024

3. PUMPS SHALL BE HIGH HEAD TURBINE EFFLUENT PUMPS 
OR EQUAL CAPABLE OF PUMPING 50 GALLONS PER 
MINUTE AND HOUSED IN A COMPATIBLE PUMP VAULT OF 
THE SAME MANUFACTURER. SEE THE DETAIL 
SPECIFICATIONS FOR FURTHER PUMP AND CONTROL 
SYSTEM REQUIREMENTS. BOTH PUMPS SHALL HAVE 2" 
DISCHARGES FOR CONNECTING TO THE 2" PIPING SHOWN. 
CHECK VALVES SHALL BE INSTALLED ON THE VERTICAL 
PUMP DISCHARGES AS PART OF THE DISCHARGE 
ASSEMBLY FOR MAINTENANCE.THE DISCHARGE ASSEMBLY 
SHALL BE COMPATIBLE WITH AND OF THE SAME 
MANUFACTURER AS THE PUMPS AND PUMP VAULT TO 
ENSURE EASE OF VALVE AND PUMP REMOVAL FOR 
MAINTENANCE.
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