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1. CONTRACTOR TO PROTECT ALL EXISTING SITE AND/OR BUILDING ELEMENTS, LIGHTING AND/OR EQUIPMENT. 
REPAIR OR REPLACEMENT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

2. CONTRACTOR IS TO COORDINATE ACCESS TO THE SITE WITH THE OWNER.
3. CONTRACTOR IS TO EXPECT LIMITED PARKING AND LIMITED ACCESS FOR DUMPSTER PRIOR TO SITE 

PREPARATION.
4. CONTRACTOR IS TO MAINTAIN THE JOB SITE(S) IN A CLEAN AND ORDERLY MANNER. THE CONTRACTOR SHALL 

DISABLE ALL EQUIPMENT AND REMOVE WASTE, MATERIALS AND DEBRIS AT THE END OF EACH WORK DAY.
5. CONTRACTOR TO COORDINATE WITH OWNER ALL ACCESS TO PLUMBING OR ELECTRICAL SERVICE. 

CONNECTION TO UTILITIES IS THE RESPONSIBILITY OF THE CONTRACTOR.
6. ANY INTERRUPTION OF ELECTRICAL OR PLUMBING SERVICE SHALL BE COORDINATED WITH THE OWNER.
7. THE CONTRACTOR IS RESPONSIBLE FOR REINSTALLATION OF ANY COMPONENTS REMOVED TO COMPLETE 

THE WORK.
8. IN PREPARATION FOR THE WORK THE CONTRACTOR IS TO VISIT THE SITE AND NOTE THE EXISTING 

CONDITIONS OF THE SITE THROUGH PHOTOGRAPHIC OR VIDEOGRAPHIC MEANS AND PROVIDE THAT RECORD 
TO THE OWNER PRIOR TO COMMENCING ANY WORK.

9. CONTRACTOR TO PROTECT ALL AREAS OUTSIDE AREA OF WORK FROM DAMAGE.
10. CONTRACTOR TO PROVIDE SIGNAGE TO PREVENT ENTRY OF NON-CONSTRUCTION PERSONNEL INTO AREAS 

OF WORK. PROVIDE CLEAR SIGNAGE DELINEATING ACCESS TO SITE.
11. ALL FLOOR AREAS WITH TILE FINISH TO HAVE DEPRESSED SLAB. SEE AS-400 FOR DRAIN LOCATIONS.
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