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NEW CT CABINET
PER DUKE ENERGY 
REQUIREMENTS—
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SERVICE PANEL "USP2" 
240/120V, 10,3W 

300AM.C.B.
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PANEL "W" 
240/120V, 10,3W 

100AM.C.B.

SERVICE PANEL "USP1" 
240/120V, 10,3W 

400AM.C.B.

PER NEC 110.24 THE CONTRACTOR SHALL PROVIDE A PHENOLIC NAME 
PLATE WITH RED BACKGROUND AND 1/2 INCH HIGH WHITE LETTERS 
RIVETED TO THE FACE OF THE MAIN ELECTRICAL SERVICE 
DISCONNECT TO READ:
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"MAXIMUM AVAILABLE FAULT CURRENT XX,XXX AIC 
CALCULATED XX-XX-XXXX"

PROVIDE ARC-FLASH WARNING LABELS AS OUTLINED IN NEC 110.16(B) ON ELECTRICAL EQUIPMENT 
REQUIRED BY NEC 110.16(A)
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10 > PROVIDE GROUND ROD IN ACCORDANCE WITH NEC 250 FOR ALL PANELS SERVED FROM A GROUNDED SERVICE DISTRIBUTION PANEL LOCATED AT ANOTHER STRUCTURE.

A. UNLESS NOTED OTHERWISE, ALL UNDERGROUND CONDUITS SHALL BE DIRECT-BURIED AT 24" BELOW GRADE MINIMUM.
B. RV PEDESTALS SHALL BE GROUNDED PER DETAILS.

PANEL "S"
240/120V, 10,3W

125AM.C.B. —
(ÎÔ)(TYP.)

2 > PROVIDE PHENOLIC FAULT CURRENT NAMEPLATE FOR THIS PANELBOARD. REFER TO THE FAULT CURRENT NAMEPLATE NOTE ON THIS SHEET FOR MORE INFORMATION.
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CABIN PANEL "P7" 
240/120V, 10, 3W

30AM.C.B. —
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CABIN PANEL "P4" 
240/120V, 10, 3W

30AM.C.B. —
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-Î4CABIN PANEL "P5"
240/120V, 10,3W

30A M.C.B. —

-Î4
CABIN PANEL "P2" 
240/120V, 10,3W

30A M.C.B. —

-Î4CABIN PANEL "P3" 
240/120V, 10,3W  

30A M.C.B. —

3 > ALL SERVICE EQUIPMENT SHALL BE S.E. RATED.

SINGLE PHASE
PAD MOUNTED TRANSFORMER
BY DUKE ENERGY AVA

6 > REFER TO CIVIL/SITE PLANS FOR LOCATION OF ELECTRICAL UTILITY SITE TRANSFORMER.

-Î4
CABIN PANEL "P6" 
240/120V, 10, 3W  

30A M.C.B. —

1 ) CONNECT 1#3/0 SERVICE GROUND TO GROUND RODS, WATER PIPE, BUILDING STEEL (CONCRETE STRUCTURE REBAR), ETC., PER NEC 250. REFER TO GROUNDING DETAILS.
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•3#8,1#10G - 3/4'C. C D—3#6,1#1 OG - 3/4”C.

4 \ NEW ELECTRICAL SERVICE FROM NEW PAD MOUNTED TRANSFORMER SECONDARY TO BE PROVIDED AND INSTALLED BY CONTRACTOR. ELECTRICAL CONTRACTOR SHALL PROVIDE 10’-0" OF ADDITIONAL CONDUCTORS (SLACK) 
—f WITHIN NEW SITE TRANSFORMER FOR CONNECTION BY THE LOCAL POWER COMPANY. THE UNDERGROUND CONDUIT FROM THE NEW EXTERIOR MOUNTED ELECTRICAL SERVICE WIREWAY SHALL BE SLOPED AT A MINIMUM OF 2%

BACK TOWARDS THE NEW SITE TRANSFORMER PIT PAD. COORDINATE ALL WORK WITH LOCAL POWER COMPANY AND ALL OTHER TRADES PRIOR TO BEGINNING ANY WORK ASSOCIATED WITH THIS NEW ELECTRICAL SERVICE
FEEDER. SERVICE FEEDERS TO BE CONCRETED ENCASED (3-INCHES OF CONCRETE ON ALL SIDES OF DUCTBANK). REFER TO SPECIFICATIONS AND DETAILS FOR ADDITIONAL INFORMATION.
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METER ENCLOSURE & CT CABINET ENCLOSURE FURNISHED & INSTALLED BY EC. METERS & CTs FURNISHED & INSTALLED BY LOCAL POWER COMPANY. COORDINATE EXACT REQUIREMENTS WITH LOCAL POWER COMPANY. 
_7 CONTRACTOR SHALL VERIFY THE EXACT SIZED ENCLOSURE REQUIRED FOR THE CT CABINET WITH THE LOCAL POWER COMPANY PRIOR TO PURCHASING.

COORDINATE DEMARCATION POINT OF LOCAL POWER COMPANY WORK/MATERIALS PRIOR TO INSTALLING THE C.T. CABINET ENCLOSURE AND THE METER BASE ENCLOSURE. ELECTRICAL SERVICE METER AND C.T. CABINET TO BE 
4/ MOUNTED ON EXTERIOR ELECTRICAL SERVICE SUPPORT STRUCTURE. REFER TO DETAILS FOR MORE INFORMATION.

600AF
600AT

I S.E. LABELED

NEMA3R

TA NEW SITE ELECTRICAL TRANSFORMER PAD INSTALLATION PROVIDED BY ELECTRICAL CONTRACTOR. SITE TRANSFORMER AND FINAL TERMINATIONS PROVIDED BY LOCAL POWER COMPANY. VERIFY EXACT MATERIALS NEEDED AND 
4/ INSTALLATION REQUIREMENTS OF NEW SITE ELECTRICAL TRANSFORMER CONCRETE PAD WITH LOCAL POWER COMPANY. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INSTALL ALL POWER COMPANY INFRASTRUCTURE 

REQUIRED FOR THIS NEW ELECTRICAL SITE TRANSFORMER PAD EXACTLY PER THE LOCAL POWER COMPANIES STANDARDS.

T\ PROVIDE U.L. WET LOCATION LISTED TAP BOX IN NEMA 3R ENCLOSURE. TAP BOX TO BE SIZED PER NEC. COORDINATE EXACT LOCATION OF TAP BOX WITH ARCHITECT AND GENERAL CONTRACTOR PRIOR TO ROUGH-IN OF NEW 
4/ PANEL FEEDERS.
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