
MTL DEFLECTION TRACK

3 5/8" MTL STUDS @ 16" OC

3 1/2" SOUND BATT INSULATION

1 LAYER 5/8" GWB EA. SIDE; 
PROVIDE IMPACT RESISTANT GWB 
TO 48" AFF AT CORRIDOR WALLS

ROOF/FLOOR DECK

SECTION

IW.21 INTERIOR STUD & GWB WALL

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

PROVIDE 2"X12" LONG 20 GA. FLAT 
STRAP @ 24" O.C. WHERE WALL 
RUNS PARALLEL W/DECK FLUTES

HORIZ. JOINT REINF. @ 16" OC

SECTION @ FLOOR

SECTION @ ROOF

FLOOR DECK

COMPRESSIBLE FILLER  
(EACH SIDE)

8" CMU

ROOF DECK

CONTINUOUS SPRAY 
FOAM/SEALANT

IW.03 INTERIOR CMU WALL

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

8" CMU

1" MIN. AIR SPACE

SECTION

1' - 2"

MASONRY VENEER 
ANCHOR & WIRE TIE

FOAMED-IN-PLACE
INSULATION (MIN. R-7.6)

EW.01 EXTERIOR MASONRY WALL

BRICK VENEER - 8" CMU- FOAMED-IN-PLACE INSULATION

NOTE-
WHERE 1 HR. UL RATING ASSEMBLY 
INDICATED ON FLOOR PLANS, SEE 
WALL TYPE RW.01 FOR CMU BACKUP 
AT THOSE LOCATIONS

6 3/8"

6" MTL STUDS @ 16" OC

5 1/2" SOUND BATT INSULATION

SECTION

IW.22 INTERIOR STUD & GWB PARTITION

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

1 LAYER 5/8" GWB EA. SIDE; 
PROVIDE IMPACT RESISTANT GWB 
TO 48" AFF AT CORRIDOR WALLS

8"

3 1/2" SOUND BATT INSULATION

SECTION

IW.21A INTERIOR STUD & GWB (ONE-SIDE ONLY) WALL

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

1 LAYER 5/8" GWB, ROOM 
FINISH SIDE; PROVIDE IMPACT 
RESISTANT GWB TO 48" AFF 
AT CORRIDOR HALLS

8"

PROVIDE 2" FLAT STRAPPING AS 
REQ'D TO SUPPORT BATT INSULATION

CEILING (SEE REFL. CLG. PLAN)

BRACE KICKER 
TO STRUCTURE 
AS REQUIRED

3 5/8" MTL STUDS @ 16" OC1

ROOF/FLOOR DECK

HORIZ. JOINT REINF. @ 16" OC

12" BOND BEAM  WHERE 
SHOWN ON STRUCT.

12" CMU (2 HR. RATED)

AT ROOF DECK, FILL VOIDS 
AT TOP OF WALL WITH 
MINERAL WOOL (SEE 2018 
NCBC, SECTION 707.9

SECTION

RW.02 INTERIOR CMU WALL

2-HOUR RATED U905

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

NOTE: STENCIL TOP OF RATED 
WALL PER 2018 NCBC 703.7

ROOF/FLOOR DECK

HORIZ. JOINT REINF. @ 16" OC

8" BOND BEAM WHERE 
SHOWN ON STRUCT.

8" CMU

AT ROOF DECK, FILL VOIDS 
AT TOP OF WALL WITH 
MINERAL WOOL (SEE 2018 
NCBC, SECTION 707.9

SECTION

RW.01 INTERIOR CMU WALL

1-HOUR RATED U905

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

NOTE: STENCIL TOP OF RATED 
WALL PER 2018 NCBC 703.7

MTL DEFLECTION TRACK

6" MTL STUDS @ 16" OC

STL. BEAM, SEE STRUCT. DWGS.

SECTION

IW.22A INTERIOR STUD & GWB (ONE-SIDE ONLY) PARTITION

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

1 LAYER 5/8" GWB, ROOM FINISH 
SIDE; PROVIDE IMPACT RESISTANT 
GWB TO 48" AFF AT CORRIDOR WALLS

SUSPENDED COMPOSITE CONC. 
SLAB, SEE STRUCT. DWGS.

CEMENTITIOUS BACKER UNIT

WALL TILE AS SPECIFIED

MASONRY VENEER 
ANCHORS & HORIZ. 
JOINT REINF. @ 16" O.C.

SECTION

EQ. 1' - 8" EQ.

DAMP PROOFING 
(BOTH SIDES)

EW.53 EXTERIOR MASONRY WALL (RETAINING WALL)

SINGLE WYTHE - NON-INSULATED

PRECAST CAP

POURED IN PLACE
CONCRETE

METAL ROOFING SYSTEM

ROOFING MANUF'S
STANDARD SLIP SHEET

CONTINUOUS 
INSULATION, 
MIN. R-25

ROOF DECK

RA.20 SLOPED ROOF

NON-RATED METAL ROOF ON METAL DECK

ROOF STRUCTURE

UNDERLAYMENT UNDER 
ENTIRE METAL ROOF AREA 

IW.24 POURED-IN-PLACE CONCRETE (AT ELEV. PIT)

1 HR. RATED

SECTION @ 
ELEVATOR PIT

WATERPROOFING

PROTECTION BOARD

DRAINAGE MAT, TYP.

NOTE:
INSIDE FACE OF 
CONCRETE TO
ALIGN WITH CMU
BLOCK ABOVE

POURED IN PLACE
CONCRETE

INSIDE FACE

IW.26 FURRED WALL FOR TILE INSTALLATION

NOT RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS. 
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

BASE WALL; 
REFER TO FLOOR 
PLANS FOR TYPE

SECTION

7/8" FURRING HAT 
CHANNELS @18" O.C.

CEMENTITIOUS 
BACKER BOARD

WALL TILE AS 
SPECIFIED

2 1/4" +/-

SEE INTERIOR ELEVATIONS FOR TILE HEIGHTS. 

SINGLE-PLY 
MEMBRANE

ROOF 
STRUCTURE

1/2" COVERBOARD

ROOF DECK

RA.31 LOW SLOPE

NON RATED SINGLE-PLY ROOF

TAPERED INSULATION 
AS ROOF SLOPE 
REQ., MIN. R-25

SECTION

IW.26A FURRED STUD WALL FOR TILE INSTALLATION

NON RATED PARTITION

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS. 
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

CEMENTITIOUS BACKER UNIT

WALL TILE AS SPECIFIED

SEE INTERIOR ELEVATIONS FOR TILE HEIGHTS. 

3 5/8" MTL STUDS @ 16" O.C.

STL. BEAM (OR BRACED 
KICKER), SEE LOCATION & 
STRUCT. DWGS.

SUSP. COMPOSITE 
CONC. SLAB, SEE 
STRUCT. DWGS.

METAL DEFLECTION TRACK

METAL ROOFING SYSTEM

ROOFING MANUF'S
STANDARD SLIP SHEET

CONTINUOUS 
INSULATION, MIN. R-25

5/8" GLASS MAT

RA.21 SLOPED ROOF

2-HOUR RATED METAL ROOF ON METAL DECK P728

ROOF STRUCTURE

UNDERLAYMENT UNDER 
ENTIRE METAL ROOF AREA 

ROOF DECK

SPRAY APPLIED 
FIREPROOFING PER UL 
ASSEMBLY P728 AT 
JOISTS & ROOF DECK

DESIGN INTENT: 
TOP OF ROOF SUBSTRATE
SHOULD COORDINATE TO
BE FLUSH BETWEEN RATED 
RA.21 AND NON-RATED 
RA.20 ASSEMBLIES.

SECTION

IW.27 INTERIOR STUD W/CEMENT WALL PANEL & TILE

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS. 

CEMENTITIOUS 
BACKER UNIT

WALL TILE AS 
SPECIFIED

SEE INTERIOR ELEVATIONS FOR TILE HEIGHTS. 

6" MTL STUDS @ 16" OC

1 LAYER 5/8" GWB, 
STORAGE SIDE

5 1/2" SOUND BATT 
INSULATION

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

8" CMU

1" MIN. AIR SPACE

SECTION

1' - 2 3/4"

MASONRY VENEER 
ANCHOR & WIRE TIE

FOAMED-IN-PLACE
INSULATION (MIN. R-7.6)

EW.01A EXTERIOR MASONRY WALL

BRICK VENEER- 8" CMU- FOAMED-IN-PLACE INSULATION

NOTE-
WHERE 1 HR. UL RATING ASSEMBLY 
INDICATED ON FLOOR PLANS, SEE 
WALL TYPE RW.01 FOR CMU BACKUP 
AT THOSE LOCATIONS

7 1/8"

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

12" CMU

1" MIN. AIR SPACE

SECTION

1' - 6" (VERIFY)

MASONRY VENEER 
ANCHOR & WIRE TIE

FOAMED-IN-PLACE
INSULATION (MIN. R-7.6)

EW.02 EXTERIOR MASONRY WALL

BRICK VENEER- 12" CMU- FOAMED-N-PLACE INSULATION

NOTE-
WHERE 1 OR 2 HR. UL RATING ASSEMBLY
INDICATED ON FLOOR PLANS, SEE WALL 
TYPE RW.02 FOR CMU BACKUP AT THOSE 
LOCATIONS

6 3/8"

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

12" CMU

1" MIN. AIR SPACE

SECTION

1' - 6 3/4" (VERIFY)

MASONRY VENEER 
ANCHOR & WIRE TIE

FOAMED-IN-PLACE
INSULATION (MIN. R-7.6)

EW.02A EXTERIOR MASONRY WALL

BRICK VENEER- 12" CMU- FOAMED-IN-PLACE INSULATION

NOTE-
WHERE 1 OR 2 HR. UL RATING ASSEMBLY
INDICATED ON FLOOR PLANS, SEE WALL 
TYPE RW.02 FOR CMU BACKUP AT THOSE 
LOCATIONS

7 1/8"

HORIZ. JOINT REINF. @ 16" OC

SECTION @ FLOOR

12" CMU INFILL

IW.04 INTERIOR CMU INFILL WALL

NON RATED

INFILL WALL @ DOOR AND FRAME DEMO

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

8" CMU

3/4" RIGID INSULATION

SECTION

TO MATCH EXISTING

1' - 0 1/2" (VERIFY)

MASONRY VENEER 
ANCHOR & WIRE TIE

EW.01B EXTERIOR MASONRY WALL (INFILL @ EXISTING)

BRICK VENEER - 8" - CMU - RIGID INSULATION

FLUID APPLIED AIR BARRIER

EW.04 POURED-IN-PLACE CONC. (GROUND FLR. BELOW GRADE)

NOT RATED

SECTION @ BELOW 
GRADE

WATERPROOFING

RIGID INSULATION 
BOARD (R-7.6)

POURED IN PLACE
CONCRETE

INSIDE FACE

1' - 0"

DRAINAGE MAT

PROTECTION BOARD

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 16" O.C.

8" CMU

1 1/4" AIR SPACE

SECTION

1' - 7 5/8" (VERIFY)

MASONRY VENEER 
ANCHOR & WIRE TIE

SPRAY FOAM
INSULATION (MIN. R-7.6)

RW.03 EXTERIOR MASONRY WALL ADJACENT 2 HR. WALL

BRICK VENEER - 1 HR. RATED U905

NOTE-
1 HR. UL RATING WHERE 
INDICATED ON PLANS, SEE 
WALL TYPE RW.01 FOR CMU 
BACKUP AT THOSE LOCATIONS

6" 7 5/8" 6"

HORIZ. JOINT 
REINFOR. @ 16" O.C.

8" CMU

SECTION

CONCEALED FASTENER 
SINGLE SKIN METAL 
PANELS (RAINSCREEN); 
VERTICAL ORIENTATION

EW.03 EXTERIOR MASONRY WALL

METAL PANEL RAINSCREEN SYSTEM

1' - 0"
HORIZONTAL 
RAINSCREEN 
ATTACHMENT (CI GIRT) 
SYSTEM

FLUID APPLIED AIR  BARRIER

CONTINUOUS 
INSULATION MIN. R-13

SECTION

RW.04 EXTERIOR MASONRY WALL ADJACENT 2 HR. WALL

BRICK VENEER - 1 HR. RATED U905

NOTE-
1 HR. UL RATING WHERE 
INDICATED ON PLANS, SEE 
WALL TYPE RW.01 FOR CMU 
BACKUP AT THOSE LOCATIONS

7 5/8" 6"

FACE BRICK

HORIZ. JOINT 
REINFOR. @ 

16" O.C.

8" CMU

1 1/4" AIR SPACE

MASONRY 
VENEER ANCHOR 

& WIRE TIE

SPRAY FOAM
INSULATION 
(MIN. R-7.6)

METAL WALL 
PANEL WHERE 
SHOWN

HORIZONTAL 
RAINSCREEN 
ATTACHMENT (CI 
GIRT) SYSTEM

AIR BARRIER

4 3/8"

1' - 6"

MASONRY VENEER 
ANCHORS & HORIZ. 
JOINT REINF. @ 16" 
O.C.

DAMP PROOFING 

EW.52 EXTERIOR MASONRY WALL (RETAINING WALL)

SINGLE WYTHE - NON-INSULATED

SECTION @ BELOW 
GRADE

WATERPROOFING

RIGID INSULATION 
BOARD (R-7.6)

POURED IN PLACE
CONCRETE

4" 1' - 0" 4"

DRAINAGE 
MAT

PROTECTION 
BOARD

OUTSIDE FACE

IW.28 INTERIOR FURRED WALL

NOT RATED

BASE WALL; 
REFER TO FLOOR 
PLANS FOR TYPE

SECTION

7/8" FURRING HAT 
CHANNELS @18" O.C.

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS. 
REFER TO DIMENSION PLANS FOR WALL TYPES.

1 LAYER 5/8" GWB, 
ROOM FINISH SIDE; 
PROVIDE IMPACT 
RESISTANT GWB TO 
48" AFF AT 
CORRIDOR HALLS.

IW.29 INTERIOR INFILL WALL

BRICK VENEER- 4" BRICK/ 4" CMU/ GWB

FACE BRICK TO MATCH 
EXISTING

HORIZ. JOINT REINFOR. @ 
16" O.C.

4" CMU

SECTION

7/8" FURRING HAT CHANNELS 
@18" O.C.

1 LAYER 5/8" GWB, ROOM 
FINISH SIDE; PROVIDE 
IMPACT RESISTANT GWB TO 
48" AFF AT CORRIDOR HALLS.

3 1/2" SOUND BATT INSULATION

SECTION

IW.21B INTERIOR STUD & GWB (ONE-SIDE ONLY) WALL

NON RATED

SEE REFLECTED CEILING PLANS FOR CEILING HEIGHTS.
REFER TO WALL SECTIONS FOR FURTHER INFORMATION.

1 LAYER 5/8" GWB, ROOM 
FINISH SIDE; PROVIDE IMPACT 
RESISTANT GWB TO 48" AFF 
AT CORRIDOR HALLS

PROVIDE 2" FLAT STRAPPING AS 
REQ'D TO SUPPORT BATT INSULATION

CEILING (SEE REFL. CLG. PLAN)

BRACE KICKER 
TO STRUCTURE 
AS REQUIRED

WALL TILE AS SPECIFIED

3 5/8" MTL STUDS @ 16" OC
1
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1. THIS DRAWING IS THE PROPERTY AND ©BOOMERANG DESIGN P.A. AND IS 
NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN PART. IT IS NOT TO BE 
USED ON ANY OTHER PROJECT AND IS TO BE RETURNED ON REQUEST.

2. MATERIALS, DIMENSIONS AND ALL OTHER CONDITIONS WHICH ARE NOT 
OTHERWISE DEFINED ON THIS DRAWING SHALL BE CONSTRUED AS HAVING THE 
SAME MEANING AS SIMILARLY INDICATED CONDITIONS WHICH ARE MORE FULLY 
DEFINED ELSEWHERE ON THIS PROJECT OR OTHER DRAWINGS OF THIS PROJECT.

3. DO NOT SCALE OFF DIMENSIONS. 
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