
GROUT FILL SOLID 
ALL VOIDS BELOW 
SLAB, TYP.

REINFORCED CONC. 
FOOTING, SEE STRUCT. 
DRAWINGS, TYP.

FULL HEAD JOINT WEEPS W/ 
INSERTS, TYP.

PRE-MFR MORTAR NET, (FULL 
DEPTH OF AIR CAVITY), TYP.

EW.01

WALL BASE AS 
SCHEDULED, TYP.

FLOOR FINISH AS SCHEDULED ON 
REINFORCED CONC. SLAB, TYP.

FLASH VAPOR BARRIER INTO 
FOUNDATION WALL, TYP.

TOP OF FOOTING
SEE STRUCT

FIRST FLOOR
0' - 0"  A.F.F.

VAPOR BARRIER; FLASH 
TERMINATE INTO CMU WALL AS 
SHOWN

15# FELT BOND BREAK

SLOPE GRADE AWAY 
FROM BLDG., TYP.

CONT. TERMINATION BAR,
FASTENERS @ 12" O.C., TYP.

FOAMED-IN-PLACE 
INSULATION (MIN. R-7.6)

THRU WALL FLASHING, TYP.

PROVIDE BELOW GRADE 
INSULATION BOARD @ 
FOUNDATION WALL BELOW 
TOP OF SLAB; RUN INSUL. 
TO THE BOTTOM OF FLOOR 
SLAB MIN., TYP. (MIN. R-7.6)

1' - 2"

COMPACTED DRAINAGE FILL, TYP.

CONT. 1/2" EXPANSION JOINT
COMPRESSIBLE FILLER, TYP.

1

1

ADDITION FIRST FLOOR
0"

DOOR THRESHOLD

BEVELED SLOPE NOT GREATER 
THAN 1:2 MAX. HEIGHT 1/2" 
MOVEMENT JOINTS
FLOOR FINISH AS 
SCHEDULED ON REINF. 
CONCRETE SLAB, TYP.

COMPACTED 
DRAINAGE FILL, TYP.

FLASH VAPOR BARRIER 
INTO FOUNDATION WALL, 
TYPICAL

VAPOR BARRIER

CONT. 1/2" EXPANSION 
JOINT COMPRESSIBLE  

FILLER, TYP.

THICKENED EDGE- 
FLOOR SLAB 

GROUT FILL SOLID 
ALL VOIDS BELOW 
SLAB, TYP.

SLOPE GRADE AWAY 
FROM BLDG., TYP.

PROVIDE BELOW GRADE 
INSULATION BOARD @ 
FOUNDATION WALL 
BELOW TOP OF SLAB; 
RUN INSUL. TO THE 
BOTTOM OF FLOOR SLAB 
MIN., TYP. (MIN. R-7.6)

1 ADDITION FIRST FLOOR
0"

WALL BASE AS 
SCHEDULED, TYP.

FLOOR FINISH AS SCHEDULED 
ON REINF. CONC. SLAB, TYP.

COMPACTED 
DRAINAGE FILL, TYP.

FLASH VAPOR 
BARRIER INTO 
FOUNDATION 
WALL, TYP.

VAPOR BARRIER; 
SEAL/SECURE TO TOP 
OF FOOTER

#15LB FELT BOND BREAK 
(OR EQUAL)

2" EXPANSION JOINT
EXISTING WALL

2" EXPANSION JOINT

2 HR. RATED WALL

11 5/8"

COLUMN FOOTER 
BEYOND, SEE 
STRUCT. DWGS.

REINF. CONC.
FOOTING, SEE
STRUCT. DWGS.

RW.02

IW.03

1

1

REINFORCED CONC.
FOOTING, SEE
STRUCT. DWGS.

4" PERFORATED PVC DRAIN 
PIPE; TIE DRAIN INTO 
STORM DRAINAGE SYSTEM, 
SEE CIVIL DWGS.

GEO-TEXTILE FILTER 
FABRIC, TYP.

WATERPROOFING MEMBRANE, TYP.

DRAINAGE MAT, TYP.

R-7.6 RIGID INSULATION

PROTECTION BOARD, TYP.

12" REINF. CONC. RETAINING WALL, 
SEE STRUCT. DWGS.
#15 FELT BOND BREAK

REINFORCED CONC. SLAB ON GRADE, 
SEE STRUCT. DWGS.

COMPACTED DRAINAGE 
FILL, TYP.- CONTINUE FILL 
UP RETAINING WALL

VAPOR BARRIER, TYP.  
SEAL/SECURE TO TOP OF FOOTER

CONTINUE 
WATERPROOFING  
MEMBRANE TO 
BASE OF FOOTING

GROUND FLOOR
-15'-4"

EW.05 PROVIDE ALL 
COMPONENTS & 
ACCESSORY ITEMS 
NEEDED FOR A 
COMPLETE AND 
WATERTIGHT 
SUBGRADE 
INSTALLATION W/ 
DRAINAGE

1' - 6"
3' 
- 0
"

3' 
- 0
"

6"

6" DIA. STEEL PIPE; PAINT 
WITH (2) COATS OF HIGH 
PERFORMANCE PAINT

(2) STRIPS OF 3" 
REFLECTIVE TAPE 
AROUND ENTIRE PIPE

3"
3"

3"
3"

CROWN TOP OF PIPE

3000 PSI CONCRETE

CROWN TOP OF CONC. 

PAVING AS 
INDICATED, SEE CIVIL

6" 6" 6"

ADDITION FIRST FLOOR
0"

WALL BASE AS 
SCHEDULED, TYP.

FLOOR FINISH AS SCHEDULED ON 
REINFORCED CONC. SLAB, TYP.

7.6 C.I. RIGID FOUNDATION WALL 
INSULATION AT
PERIMETER, TYP. AT INTERIOR 
RETAINING WALL CONDITIONS

CONT. 1/2" EXPANSION JOINT 
COMPRESSIBLE FILLER, TYP.

REINF. CONC. SLAB ON GRADE; 
REFER TO STRUCT.

SECURE TO WALL WITH 
CONC. ANCHORS AS 
REQ'D; MIN. (4) PER BOOT

SEE ROOF PLAN 
FOR RECTANGULAR 
SIZING REQUIRED 
FOR DOWNSPOUT 
CONNECTION

APPROX. GRADE

OUTLET CONNECTION TO 
STORM DRAINAGE SYSTEM - 
COORD. OUT SIZING WITH 
CIVIL DRAWINGS
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FFE (0'-0"), TYP.

PRE-FIN. 
DOWNSPOUT (DS)

STORM DRAINAGE PIPE 
SYSTEM - SEE CIVIL DRAWINGS

CONT. SEALANT BET. BOOT 
& DRAIN PIPING

NOTE: GC TO 
FURNISH & INSTALL 
GUTTER & DS 
SYSTEMS (ABOVE)

CLEANOUT

SHEET

REVISIONS

1. THIS DRAWING IS THE PROPERTY AND ©BOOMERANG DESIGN P.A. AND IS 
NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN PART. IT IS NOT TO BE 
USED ON ANY OTHER PROJECT AND IS TO BE RETURNED ON REQUEST.

2. MATERIALS, DIMENSIONS AND ALL OTHER CONDITIONS WHICH ARE NOT 
OTHERWISE DEFINED ON THIS DRAWING SHALL BE CONSTRUED AS HAVING THE 
SAME MEANING AS SIMILARLY INDICATED CONDITIONS WHICH ARE MORE FULLY 
DEFINED ELSEWHERE ON THIS PROJECT OR OTHER DRAWINGS OF THIS PROJECT.

3. DO NOT SCALE OFF DIMENSIONS. 
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