
PRE-MFR MORTAR NET

CONT. THRU-WALL HEAD 
FLASHING; PROVIDE END DAM 
FLASHING PER EXTERIOR DETAIL 
ED.2

STL LINTEL, SEE STRUCT

FULL HEAD JOINT WEEPS 
W/INSERTS 

CONT. SEALANT W/BACKER ROD 
JOINT PROTECTION

LOUVER SYSTEM HEAD FRAME

CONT. 
SEALANT 
W/BACKER 
ROD JOINT 
PROTECTION

EXPOSED 
CMU,
 PAINTED

WOOD 
BLOCKING & 
SHIMS AS 
REQ'D

BRICK VENEER; WALL TYPE
(EW) AS INDICATED, SEE FLOOR 
PLANS

X"JOINT WIDTH PER LOUVER MFR, 
TYP.

MODIFIED BITUMINOUS SHEET 
AIR BARRIER OVER WOOD 
BLOCKING AND BEHIND FRAME 
HEAD

LH.01A BRICK VENEER ON CMU WALL

LOUVER FRAME HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

VERTICAL
LOUVER 
BLADE

NOTE: REFER TO THE EXTERIOR ELEVATIONS FOR SOLDIER COURSING AND CORBELING NOT SHOWN IN DETAIL 
BELOW; SEE ALSO OPENING DETAILING ON SHEET A603

EXPOSED CMU, PAINTED

ANCHORED ANGLE

LOUVER SYSTEM JAMB 
FRAME W/ VERTICAL BLADES

CONT. SEALANT 
W/BACKER ROD 
JOINT PROTECTION

WOOD BLOCKING & 
SHIMS AS REQ'D

BRICK VENEER; WALL 
TYPE (EW) AS 
INDICATED, SEE FLOOR 
PLANS

SILL BELOW

END DAM FLASHING 
PER EXTERIOR DETAIL 
ED.1

CAVITY INSULATION

BITUMINOUS SHEET AIR 
BARRIER; RUN BARRIER OVER 
BLOCKING & BEHIND JAMB

LJ.01A BRICK VENEER ON CMU WALL

LOUVER FRAME JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

NOTE: REFER TO THE EXTERIOR ELEVATIONS FOR SOLDIER COURSING AND CORBELING NOT SHOWN IN DETAIL 
BELOW; SEE ALSO OPENING DETAILING ON SHEET A603

1

1

CONT. THRU-WALL HEAD 
FLASHING; TERMINATE FLASHING 
@ FACE OF WALL

FULL HEAD JOINT WEEPS 
W/INSERTS @ 24" OC MAX.

CONT. SEALANT JOINT 
PROTECTION

VERTICAL
LOUVER BLADE 

CONT. SEALANT 
W/BACKER ROD 
JOINT 
PROTECTION

EXPOSED CMU, 
PAINTED

WOOD BLOCKING

BRICK VENEER; WALL TYPE (EW) 
AS INDICATED, SEE FLOOR 
PLANS

1"

SHIMS AS REQ'D

PROVIDE END DAM FLASHING 
PER EXTERIOR DETAIL ED.1

MODIFIED BITUMINOUS SHEET 
AIR BARRIER OVER BLOCKING 
AND UNDER FRAME SILL

LS.01A BRICK VENEER ON CMU WALL

LOUVER FRAME SILL

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

LOUVER FRAME 
SILL WITH SUB-
SILL RECEPTOR

3"

NOTE: REFER TO THE EXTERIOR ELEVATIONS FOR SOLDIER COURSING AND CORBELING NOT SHOWN IN DETAIL 
BELOW; SEE ALSO OPENING DETAILING ON SHEET A603

METAL STUD & GWB WALL, 
SEE FLOOR PLANS FOR WALL 
TYPE, SIZE,  & LOCATION

JOINT PROTECTION
(BOTH SIDES)

DOOR AS SCHEDULED

HM FRAME 
(WRAP AROUND)

METAL FRAMED LINTEL

SOUND ATTENUATION 
BATTS

DH.25 METAL STUD WALL W/GWB

HOLLOW METAL FRAME DOOR HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

METAL STUD & GWB WALL, 
SEE FLOOR PLANS FOR WALL 
TYPE, SIZE, & LOCATION

DOOR AS SCHEDULED

HM FRAME (WRAP 
AROUND)

JAMB ANCHOR

JOINT PROTECTION

JAMB STUDS

DJ.25 METAL STUD WALL W/GWB

HOLLOW METAL FRAME DOOR JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

MASONRY WALL, SEE 
FLOOR PLANS FOR SIZE & 
LOCATION

JOINT PROTECTION

DOOR AS SCHEDULED

HM FRAME
(WRAP AROUND)

LINTEL

DH.20 CMU

HOLLOW METAL FRAME DOOR HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

MASONRY WALL, SEE FLOOR PLANS 
FOR WALL TYPE, SIZE, & LOCATION

JOINT PROTECTION

DOOR AS SCHEDULED

HM FRAME (WRAP 
AROUND); GROUT SOLID

JAMB ANCHOR

GROUT SOLID CMU CELLS 
@ ANCHOR LOCATIONS

DJ.20 CMU

HOLLOW METAL FRAME DOOR JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

MASONRY WALL, SEE 
FLOOR PLANS FOR SIZE & 
LOCATION

JOINT PROTECTION

DOOR AS SCHEDULED

HM FRAME
(WRAP AROUND)

LINTEL

DH.20A CMU WITH FURRED WALL

HOLLOW METAL FRAME DOOR HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

MASONRY WALL, SEE 
FLOOR PLANS FOR SIZE, & 
LOCATION

DOOR AS SCHEDULED

HM FRAME
(WRAP AROUND)

JOINT PROTECTION 
(BOTH SIDES)

DJ.20A CMU WITH FURRED WALL

HOLLOW METAL FRAME DOOR JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

EXTERIOR MASONRY WALL, SEE 
FLOOR PLANS FOR WALL TYPE & 
LOCATION

JOINT PROTECTION (BOTH SIDES)

ALUMINUM FRAME

CONT. THRU-WALL HEAD 
FLASHING; PROVIDE END DAM 
FLASHING PER EXTERIOR DETAIL 
ED.XX

LINTELS, SEE STRUCTURAL

FULL HEAD JOINT WEEPS 
W/INSERTS @ 24" OC MAX. (MIN. 
TWO JOINTS PER FRAME HEAD)

DOOR AS SCHEDULED

PRE-MFR MORTAR NET

SHIMS AS REQ'D

EXTEND AIR BARRIER OVER 
BLOCKING AND BEHIND FRAME

TERMINATION BAR W/CONT. 
SEALANT

DH.30 CMU W/ BRICK VENEER

ALUMINUM FRAME DOOR HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

PT WOOD BLOCKING

NOTE: REFER TO THE EXTERIOR ELEVATIONS FOR SOLDIER COURSING AND CORBELING NOT SHOWN IN DETAIL 
BELOW; SEE ALSO OPENING DETAILING ON SHEET A603

MODIFIED BITUMINOUS SHEET 
AIR BARRIER OVER WOOD 
BLOCKING AND BEHIND FRAME 
HEAD

EXTERIOR MASONRY 
WALL, SEE FLOOR PLANS 
FOR WALL TYPE & 
LOCATION

PT WOOD BLOCKING

DOOR AS SCHEDULED

ALUMINUM FRAME

EXTEND AIR BARRIER 
OVER BLOCKING AND 
BEHIND FRAME

JOINT PROTECTION

2 1
/2"

DJ.30 CMU W/BRICK VENEER

ALUMINUM FRAME DOOR JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH;SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

JOINT PROTECTION

EXPOSED CMU, PAINTED

SHIMS AS REQ'D

NOTE: REFER TO THE EXTERIOR ELEVATIONS FOR SOLDIER COURSING AND CORBELING NOT SHOWN IN DETAIL 
BELOW; SEE ALSO OPENING DETAILING ON SHEET A603

MODIFIED BITUMINOUS SHEET 
AIR BARRIER OVER WOOD 
BLOCKING AND BEHIND FRAME 
JAMB

EXISTING WALL
CONSTRUCTION

JOINT PROTECTION 
(BOTH SIDES)

DOOR AS SCHEDULED

HM FRAME (PAINT)

STEEL ANGLE, SEE 
STRUCT. DWGS. - PAINT

DH.24 EXISTING INTERIOR BRICK MASONRY WALL

HM FRAME DOOR HEAD

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH; SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

STEEL PLATE, SEE 
STRUCT. DWGS.

BRICK TO MATCH
EXISTING (BOTH SIDES)

EXISTING WALL
CONSTRUCTION

JOINT PROTECTION 
(BOTH SIDES)

DOOR AS 
SCHEDULED

HM FRAME (PAINT)

DJ.24 EXISTING INTERIOR BRICK MASONRY WALL

HM FRAME DOOR JAMB

NOTE: SEE FRAME ELEVATIONS FOR FRAME DEPTH; SEE
SPECIFICATIONS FOR ADDITIONAL MATERIALS INFORMATION; SEE

STRUCT DWG'S FOR ALL LINTEL CONDITIONS

STEEL PLATE, SEE 
STRUCT. DWGS.

STEEL ANGLE, SEE 
STRUCT. DWGS. - PAINT

STEEL ANGLE, SEE 
STRUCT. DWGS. - PAINT
BRICK TO MATCH EXISTING 
(BOTH SIDES, FEATHER-IN 
WHERE REMOVED

SHEET

REVISIONS

1. THIS DRAWING IS THE PROPERTY AND ©BOOMERANG DESIGN P.A. AND IS 
NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN PART. IT IS NOT TO BE 
USED ON ANY OTHER PROJECT AND IS TO BE RETURNED ON REQUEST.

2. MATERIALS, DIMENSIONS AND ALL OTHER CONDITIONS WHICH ARE NOT 
OTHERWISE DEFINED ON THIS DRAWING SHALL BE CONSTRUED AS HAVING THE 
SAME MEANING AS SIMILARLY INDICATED CONDITIONS WHICH ARE MORE FULLY 
DEFINED ELSEWHERE ON THIS PROJECT OR OTHER DRAWINGS OF THIS PROJECT.

3. DO NOT SCALE OFF DIMENSIONS. 
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