
ROOF SYMBOL LEGEND

GENERAL ROOF PLAN NOTES
1.  THE GENERAL CONTRACTOR SHALL FURNISH, INSTALL, 
AND FLASH ALL ROOF CURBS FOR MECHANICAL EQUIPMENT, 
PLUMBING VENTS, ETC. SEE PLUMBING DRAWINGS FOR 
LOCATIONS OF VENTS. SEE MECHANICAL DRAWINGS FOR 
SIZES AND LOCATIONS OF FANS, INTAKES, ETC.

2.  SEE PM&E DRAWINGS FOR ADDITIONAL PENETRATIONS 
NOT SHOWN ON ROOF PLANS.

3.  THE CONTRACTOR IS RESPONSIBLE TO BECOME FAMILIAR 
WITH WALL CONSTRUCTIONS REPRESENTED ON OTHER 
DRAWINGS AND TO CONSTRUCT IN ACCORDANCE WITH THE 
APPROPRIATE DETAIL.

4.  ARROWS INDICATE DIRECTION OF ROOF SLOPE AS 
SPECIFIED. PROVIDE MINIMUM 1/4" PER 1'-0" SLOPE. SEE 
STRUCTURAL DRAWINGS FOR SLOPING STRUCTURE.

5.  CUT FLAGS AND THE RELATED DETAILS DO NOT 
NECESSARILY REPRESENT ALL CONDITIONS FOR A 
PARTICULAR WALL OR EDGE.

6.  LOCATE ALL ROOFTOP EQUIPMENT A MINIMUM OF 10'-0" 
FROM THE BUILDING EDGE.

7.  ALL DOWNSPOUTS (D.S.) SHALL BE SIZED AS INDICATED 
ON PLANS.

8.  SEE 12/M501 FOR TYPICAL VENT THRU ROOF FLASHING 
DETAIL.
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NEW ADDITION EXISTING BUILDING
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PROVIDE 2 HR. RATED SPRAY-APPLIED
FIREPROOFING AT CEILING JOISTS &
STRUCTURE BELOW IN THE AREA 
INDICATED WITH A HONEYCOMB HATCH, 
REFER TO U.L. ASSEMBLY P728 ON 
SHEET G103 AND ROOF ASSEMBLY RA.21
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NEW ROOFTOP VENT ON NEW 
CURB ON EXISTING STANDING 
SEAM ROOF; PATCH EXISTING 
STANDING SEAM METAL ROOF 
TO MATCH, ADD STEEL ANGLE 
FRAME-OUT SUPPORT (COORD. 
W. STRUCT. ON TYPICAL ROOF 
FRAMEOUTS).  SEE ALSO MECH 
DWGS  

FOR WORKING ACCESS; 
REMOVE AND REINSTALL 
LAY-IN CEILING TILES IN 
CLASSROOM BELOW.  
REPLACE DAMAGED TILES 
OR SUSPENSION 
TRACK/RUNNERS.
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ROOF RA.21 (HATCHED)
AT 2 HR RATED AREA
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REMOVE/REPLACE EXISTING 
METAL ROOF PANELS AS 
REQ. TO TIE IN NEW ROOF 
EXPANSION JOINT @ FIRE 
WALL.  MATCH EXISTING 
COLOR, GAUGE, SEAM, ETC.
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ROOF GUTTER AND 
DOWNSPOUT SIZING
BLDG INFO: 100 YEAR / 1 HOUR RAINFALL RATE = 6" PER HOUR
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SHEET

REVISIONS

1. THIS DRAWING IS THE PROPERTY AND ©BOOMERANG DESIGN P.A. AND IS 
NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN PART. IT IS NOT TO BE 
USED ON ANY OTHER PROJECT AND IS TO BE RETURNED ON REQUEST.

2. MATERIALS, DIMENSIONS AND ALL OTHER CONDITIONS WHICH ARE NOT 
OTHERWISE DEFINED ON THIS DRAWING SHALL BE CONSTRUED AS HAVING THE 
SAME MEANING AS SIMILARLY INDICATED CONDITIONS WHICH ARE MORE FULLY 
DEFINED ELSEWHERE ON THIS PROJECT OR OTHER DRAWINGS OF THIS PROJECT.

3. DO NOT SCALE OFF DIMENSIONS. 
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