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Fall Permanent Seeding . ... August 15 — November T boomeran L
Lime . 2 tons/ac g -
5-10-10 Fertilizer . R 1000 Ibs/ac DESIGN -
0-20-0 U . . ........500 Ibs/ac s pw .
- SLEEVE TO BE —_— _— - y, ¥
Unscarified Service Lespedeza. .. 60 Ibs/ac 2-6 FILLED WITH rethink, repurpose, results »
Ky—31 Fescue .. .. .. ... ... e 30 Ibs/ac 1/2" 6" 2'-0" ﬁﬁg—ggﬁgﬂ&(sﬁiq%ur y
Rye Grain R . 25 lbs/ac RAD. FENCE POST | FINISH GRADE FLAT-TYPE
% Straw Mulch USSP P S S R 2 tons/ac ) NOMINAL CLEARANCE POST TOP
» 8’ NOM. SPACING
) , _ . . 1/8 CL OF WALL SEE STAKING PLAN FULCRUM LATCH SHELBY CHARLOTTE
Fa“ Permanent Seedlng - Centlpede-. . . . Sep’rember 1 = Februory 28 :O © RAD. RAIL BRACKET FLAT-TYPE W/ STRIKE STRAP ZS(J;elst.);r;dcezitlrggt 1230Vg52¢;r§:,e;i52t8.,2%§|te 214
lee . e . . . . . 2 +On3/qc | 4 4 " a - [POST TOP ” 704/731_7000 704/731_7000
Fertilizer (low nitrogen approved for Centipede) . . (Appropriate fertilizer approved — . o . ‘ 4 . ]« ] = : _ — 4" NOM.
) - ) . g « . P 4 " o e 1) B () S S S N S S S S S S S S - —"r—-y 1) i () som— . — —— ——————————— —
. for centipede application) © . ’ ) a g S ” . . 7] T [0 T T T ' RALEIGH LEXINGTON
Rye Grain . . o . . . s . 90 |bS/OC , M <, 2 L ,‘ 3—1/2" DIA. ) [T o = B [T T < Z?I'U_I'L 6131 Falls of Neuse Rd., Suite 204 1070 S. Lake Dr., Suite J
Centipede Seed . .. .. . ... ... 15 Ibs/ac (overseeded in spring) N QXEE\%, STEEL A ),{E N T Raleigh, NC 27609 Lexington, SC 29073
% Straw Mulch o B 2 tons/ac 2'-6" CURB AND GUTTER ” SLEEVE INSTALL TO // P ’/-;_/‘ AT LA | - 919/573-6400 803/356-0507
. sl BE COORDINATED o // LA sq PoST HNGE—T[ LT I >/ L1 =
Winter Temporary Cover . . . . . . November 1 — February 28 Sl BETWEEN TRADES. SQ POST = A 1 LA - ———
\ g s . 1A sq posT —1~ LA S < R S—
LM 2 tons/ac . il 17 SQ PICKET—| &1 ” B~5 o
30 A 17 SQ PICKET = =
10—-10-10 Fertilizer .. e 700 lbs/ac 1/8" 9" | 9" 12" 13/4" x 1 1/2"— = 1347 x 112" ] /\ < m I
Oats .. ... OO 50 Ibs/ac RAD. . 18" 12" % U—CHANNEL RAIL S X i = 400 Regency Forest Drive
Rye Grain .. .. ... ... o 20 Ibs/ac N ] 3{4 RAD. 1/8“F€ﬁ\ o : U=CHANNEL RAIL //// : Suite 120
% Straw Mulch. OO 2 tons/ac b2 \ 5/4" RAD. T T L4 & I B qimm Cary, North Carolina 27518
. —X, ‘ 1/8" RAD. ) 5 8.3% /—1/8"F< NOTES: TRUSS ROD =g © el Wil B Fhone: (919)319-6716
. . s v R ” NS .
Spring PermanentSeeding . March 1 — April 30 o ‘\‘+ _- . - ) - 1. FENCE SHALL MATCH HEIGHT OF EXISTING e S - 33-0(911096)31139572161595
Lime . R 2 tons/ac — P IEEE - . : FENCING. TR T
5-10-10 Fertilizer . . . . ... . 1000 Ibs/ac . ™~ RIS B 2. SEE SPECIFICATIONS FOR ADDITIONAL FENCE N
0-20-0 o 500 Ibs/ac SRR R f s e ; INFORMATION. = o o e [ = d | k= 0
Scarified Sericea Lespedeza ... ... ... ... 50 Ibs/ac T 3. SEE ARCHITECTURAL AND STRUCTURAL DRAWINGS
Ky=31 Fesoue S 30 Ibsy/ac 1-6" CURB AND GUTTER ROLL TYPE CURB AND GUTTER FOR ADDITIONAL REQUIREMENTS L » Ll | L e LB |
Browntop Millet . . . . . . . . . ... ... . 20 Ibs/ac 4. FENCE COLOR: MATCH EXISTING —'H— JMAX AR —1 = —'H— 2" NOM. ' ' r 2" NOM.
% Straw Mulch .. . OO 2 tons/ac 50" ATE FOOTING
) ] ) MIN. WIDTH = 4x POST WIDTH —= i 36" DEPTH MIN
Spring Permanent Seeding - Centipede: =~ April 1 = July 15 18" 12" |_| |_| /36 M. DEPTH |_| :
Lime . L .2 tons/ac FENCE POST IN TOP OF CONCRETE RETAINING WALL
Fertilizer (low nitrogen approved for Centipede) ... .. (Appropriate fertilizer approved TS - - - -
for centipede application) Aq
Centipede Seed . .. .. . ... 90 Ibs/ac N S ) — FENCE SECTION ELEVATION GATE ELEVATION — PEDESTRIAN
* Straw Mulch . e 2 tons/ac - . A EPEEEDEE Y I
4 ’ < 'LO . M~ .
. . ‘ hal & ) ., ae M /O’ /U’
IEate Sprlng Permanent Seedlng . . . . . March 15 —2 qune/SO 2 < FENCE POST ?;_LELEE\[;E W.’I-?HBE ORNAMENTAL FENCE POST ORNAMENTAL FENCE POST FENCE _AND GATE NOTES:
TG I ons/ac NON—SHRINK GROUT , . 1. SEE STAKING PLAN FOR PRE-K PANIC HARDWARE IF APPLICABLE, SEE SPEC SECTION
10-10-10 Fertilizer ...............1000 Ibs/ac VALLEY GUTTER 4 I é/&%ﬁ%ﬁk‘é?” TO 12 ;gg%gﬁcs’;%cé]vxgm 12 EggLCgSCSAS%%;LJgNT 323119 FOR ADDITIONAL INFORMATION. ALL FENCING SHALL HAVE A SECURING LATCH
0-20-0 . . ... 500 Ibs/ac ~ 6 | s JOINT'TYPES) 6 | FOR JOINT'TYPES) FOR TIME WERE STUDENT OCCUPY THE SPACE IN ADDITION TO THE PANIC HARDWARE.
Scarified Sericea Lespedeza . . ... 40 Ibs/ac , __ ) ' d ) ] 2. REFER TO SPECIFICATION SECTION 323119 FOR ASSEMBLY AND MATERIALS OR PER
Common Bermuda Grass (hulled) o 8 Ibs/ac 8 1 /4" 4 NIV T e e d , = sz CONC. SIDEWALK ) R = = CONC. BAND (4 DEPTH) MANUFACTURES RECOMMENDATIONS.
*Straw Mulch. .. I 2 tons/ac | SRS | P A H= et _%” |.—:"? TN i . LCII\?NT;\% fg’%fxso BE 12" SPACE 3. ALL BOLTS SHALL BE CUT FLUSH TO NUT AND PAINTED TO MATCH FENCE.
» N (| 2= 3—1/2" DIA. =1l TR = . . .
Summer Temporary Cover June 30 - August 3 — ;Q{\SD o P or e ) I gﬂomlggwgfgﬂm A i e GATES WIDER THAN 5'-0" SHALL BE DOUBLE.
Lime | 2 tons/ac ® \ ' o[l e SLEEVE INSTALL TO S 1R S 1 o o O fO0TING ALL FENCING FOR PRE-K MUST COMPLY WITH NC GENERAL STATUTE 110-91(6) AND
10—10-10 Fertilizer R 700 Ibs/ac > — - T e . . . s BE COORDINATED I -4————3000 PSI CONCRETE " CHILD CARE RULE .0605
Browntop Millet 40 Ibs/ac 0| % S e . 10 12" BETWEEN TRADES. ! FOOTING ' 3000 PSI CONCRETE 6. FENCE PICKETS MUST BE LESS THAN 3-1/2"
% Straw Mulch . 2 tons/ac it N FOOTING. )
NOTES: 7. BOTTOM RAIL SHALL BE NO GREATER THAN 2" FROM THE FINISHED GRADE.
—_— . ) . SHOULDER BERM GUTTER FENCE POST IN SIDEWALK 8  FENCE SHALL BE AMERSTAR MONTAGE PLUS (COMMERCIAL GRADE) IN BLACK OR
1. % Mulch will be doubled if crimping is the method used. APPROVED EQUAL.
FENCE POST IN SIDEWALK FENCE IN CONCRETE BAND
TOWN of CLAYTON TOWN of CLAYTON
USE WITH THE TOWN of CLAYTON STANDARD SPECIFICATIONS ONLY USE WITH THE TOWN of CLAYTON STANDARD SPECIFICATIONS ONLY T
SCALE: DETAIL # SCALE: DETAIL # FENCE POST ANCHOR,NG N.T.S. ORNAMEN TAL STEEL FENCE N‘ T‘ S‘
SEEDING Not To Scale 2350.01 CONCRETE CURB Not To Scale 2402.01
SVISION DATE: | SHEET #: EVISION DATE: | SHEET #: =
SPECIFICATIONS oo | T 1 AND GUTTER SECTIONS om0 | 1o \
—— sh— NEW C&G
6" R
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1/87 RADIUS——  CTOP OF CURB A 5 NEW C&C ~ VARIES
_ . $ _ . / SURFACE OF o A
Vel <— JOINT SEALER. - .| | . RIGID PAVEMENT 1 3'-0 t .
\1/8” RADIUS- 3 } (SURFACE OF GUTTER /’ I A RAD'USﬁ_}i ] — \_
= W . IR MR R P ) \ ISLAND
. “ R a4, LT 3/8" x 1" DEEP _\‘
SR JOINTGSEALERG y ST T CROOVED OR / \
. : S : / . ‘. M . SAW JOINT TO / \ PLACE 22" THICK CLASS ‘B’
! 3 ] { “BE FILLED WITH i \ STONE ON FILTER FABRIC
5" MINIMUM (SEE TOWN OF CLAYTON ~|}—1/2 s U ;- JOINT SEALER ° S (AMOCO 2006 OR EQUAL
‘A" ) 4 < ~| .
'1VACF)€IEMQN‘I S T 'SEEZ)DENy,TllLMi% o7 TRANSVERSE EXPANSION PLAIN BUTT JOINT i / N \  INSTALL FABRIC PER PLAN
! TOOLED EDGE (TYPICAL) ' JOINT IN CURB AND GUTTER PROPOSED RIGID / \ MANURACTURER S 6" 6"
/ RECOMMENDATIONS. —
4" THICK 3000 PSI, AR LONGITUDINAL ravewent \ /2" f@ /2" R
\
ENTRAINED CONCRETE S/W PLAIN BUTT JOINT \ 2-0"
2 12 — CURB ) ! L J
- e rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr e rrrrrrrrrrrrrrrerrerrrrrrrrrrrrrrrrrrrrrrrrr et et e et e e e e e \\ ' COOPER ACADEMY
* /\/\/;/ P P A VE M E N T \\ e - - e 101_0;1 E(D
NN I A 0.01, 0.03 I T 0.02 _.0.00_ | | > ~
: N — . - PLAN VIEW N % < A & R
AYONVA - —_— gl §P e ‘ & . : o ce s N : L ‘ a7 2 PRI I AN
_————"”‘_" ﬂ{%{t/@&@?% od o] . ﬂdA - ) 9 ~ O i . N ] < N~ 6» 6" .
* VARIES, MAXIMUM SLOPE 3:1 COMPACTED UNDISTURBED WESIIEE — — — , R ) SECTION A—A 4" ABC PROJECT TITLE
UNLESS APPROVED BY THE SUBGRADE SUBGRADE R 0.02 1/2 R—\ ¥ 1/2” R
TOWN ENGINEER. S ' _ 30"
: k. : T 0.03 "CLIENT'S PROJECT" # - XXX
. : 0.00 0.01
I'YPICAL SIDEWALK with UTILITY STRIP «© —— 0.02 © p — * \ J
e —_ ) P 1. l %o
ZQ . < < 4 . @ :{\ “(o < - : a N~ '\.'\ ? 5
1 4 a v < 1 P . N 2. \
i / © N \ CONCRETE CHANNEL AT ISLAND 00 CARGY s
oo 0.01 RPN L,
0.04 R OQ\ . W
N I SECTION A-A 4” ABC S
5 c 0.01 0.01 P _0.04 0.02 & GREATER__ N
E e - .- s . i CONCRETE CHANNEL AT END OF PARKING LOT NOTES: z
» :‘Q N N ‘g :r\ :LO o ‘ 4 j 4 .4 M~
1/8" RADIUS j“ ’-»1/2 A Y . . l 1 1. ALL CONCRETE SHALL BE 3,000 P.S.I.
\ / o 0.00
VL T . . ] 0.03 2. CONTRACTION JOINTS SHALL BE SPACED AT 10’ INTERVALS,
%4 a0t PREFORMED ASPHALT 7/(/ SLOPES FOR VARIABLE SUPERELEVATION RATES SPACING MAY BE INCREASED TO 15’ IF MACHINE IS USED.
T < . IMPREGNATE
\fae o, EXPANSION JOINT, . 3. CONTRACTION JOINTS SHALL BE INSTALLED BY THE USE OF
! ! NOTES: TEMPLATES OR FORMED BY OTHER APPROVED METHODS.
TYPICAL EXPANSION JOINT DETAIL e , , WHERE SUCH JOINTS ARE NOT FORMED BY TEMPLATES, A
1. Confraction joints shall be placed at 10 infervals, except that a 15 spacing may MINIMUM DEPTH OF 1—1/2" SHALL BE OBTAINED.
be used when a machine is used.
2. Joint spacing may be altered if required by the engineer 4. ALL JOINTS SHALL BE FILLED WITH JOINT FILLER AND SEALER.
3. Confraction joints may be installed by the use of templates or formed by other
NOTES: approved methods. Where such joints are not formed by templates, a minimum
. " . . ,, . depth of 1 1/2” shall be obtained.
1. Z:O\él,d_eo,J o geep tooled traverse structural score joint with 1/8” radius 4. All construction joints shall be filled with joint filler and sealer as directed by CONCRETE FLUME 2 N.T.S.
" o . . . Town Engineer. .
2.1/2" preformed asphalt impregnated expansion strip joints fo be placed 5. Ex onsiog joints shall be spaced at 90’ intervals, and adjacent to all rigid objects ” 2
40’-0" o.c. longitudinally, adjacent to curbs, when butting existing structures, : P J . P ) 19 . 9 J : POSTTOP ~\ o [ VARIES, SEE STAKING PLAN -I GATE POST
2. . " 6. Concrete to be a minimum of 3,000 PSI @ 28 days, air entrained. 1 —
concrete, or buildings, and at changes in width. . . . X . } f 2.875" OD
7. Spill sections will be approved on a case—by—case basis by Town Engineer. 3 3 ¥ = HINGE POST
Ar——/
TOWN of CLAYTON - BLACK VINYL COATED
T 5 CHAIN LINK
USE WITH THE TOWN of CLAYTON STANDARD SPECIFICATIONS ONLY USE WITH TE%W%%A?T{;NE&&RXE&&IONS ONLY S 3 / FABRIC
TYPICAL CONCRETE SIDEWALK SCALE: DETAIL # . . . AT " im FULCRUM LATCH /V 1\ 1. THIS DRAWING IS THE PROPERTY AND ©BOOMERANG DESIGN P.A. AND
. . : DETAIL # W/ STRIKE STRAP MXMN IS NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN PART. IT IS NOT
TorTodcle 190203 CONCRETE CURB Not To Scale | >402.01 4 TO BE USED ON ANY OTHER PROJECT AND IS TO BE RETURNED ON
AND EXPANSION JOINT DETAIL  [=io[ 7 AND GUTTER SECTIONS 2 S Lo RESERVED PENALTY
— — July, 2010 i of L SQ GATE FRAME Pm sm 2. MATERIALS, DIMENSIONS AND ALL OTHER CONDITIONS WHICH ARE NOT
(TYP 4 SIDES) OTHERWISE DEFINED ON THIS DRAWING SHALL BE CONSTRUED AS
HAVING THE SAME MEANING AS SIMILARLY INDICATED CONDITIONS
WHICH ARE MORE FULLY DEFINED ELSEWHERE ON THIS PROJECT OR
TOWN OF CLAYTON STANDARD DETAILS N.T.S. TENSION BAR R7-8D OTHER DRAWINGS OF THIS PROJECT.
(TYP 4 SIDES) 3/4" HOLE
3. DO NOT SCALE OFF DIMENSIONS.
| OPEN OR BLIND ()
—LI 8 3/4”
T r / — VAN REVISIONS /A\
DETECTABLE WELDED TO MAKE IL DROP BAR N / / /_ PRECAST CONCRETE WHEEL STOP s ) NO. DATE DESCRIPTION
s DEVELOPED T ACCORDANCE W WARNING DOMES A SOLID FRAME r,j—[ /— MIN DEPTH WDTH \ _ R7—8 1 2/27/2024 ADDENDUM #2
RAMP WIDTH AREA R=1" (TYP.) o . 36"  (4) x POST WDTH i R7-8a
AMERICANS WITH DISABILITIES ACT (ADA) IS VARIABLE 6°W X 12'D 120 CATE HLEVATION L] 2 7/16 _pawne VAN ACCESSIBLE
THE WALKING SURFACE SHALL BE SLIP RESISTANT. THE | | ] CONC. CURB POST TOP UNE posT NOTE:  MAXIMUM PENALTY ($250) IS
COLOR FOR THE DETECTABLE WARNING AREA SHALL BE 0.45'R ROUND £ND & ESTABLISHED BY LEGISLATURE VIA
OF CONTRASTING COLOR TO SIDEWALK. =/|©@ © ® ® 6 e /_ GENERAL STATUTE 20-37.6 r=—1 . "
Q . 0.02°R 1/2" EXPANSION JOINT ) |— VAN ACCESSIBLE
NO SLOPE ON THE SIDEWALK ACCESS RAMP SHALL 3)© @ @ @ @ 6' WDE (TYP o o e 1.66" (1 5/8) 0D L__1 SIGN
EXCEED 1"/FT (12:1) IN RELATIONSHIP TO THE GRADE o1 4( M,N) g TP RAL —
: k- * MIN. s [ » » —_—
OF THE STREET. SEE GRADING FOR ADDITIONAL T|®@eee ol 2 % 3é¢EE>L< 2 L VAIIZED ——|=———— SIGN R7-8
INFORMATION. “i1le @ @ @ @ © DEPRESS CURB AND WU .
+ » »
NO RAMPS OR SIDEWALK SHALL BE LESS THAN 48" . . , GUTTER (HEIGHT VARIES SR 1.66" (1 5/8) 0D SECTION VIEW
0.9 0.4 2.35 PER SLOPES) ol N BRACE RAIL FOR 6' OR OVER IN HEIGHT . —
WIDE. REFER TO STAKING SHEETS FOR ALL SIDEWALK By S 1 oy 5 = g BOTTOM OF SIGN SN R7—8D
o _ —_— —
AND RAMP WIDTHS. I £t == oz I w65 (1 ) 0 55 R7-8D \ Town of Clayton BID DOCUMENTS
ALL CONCRETE SHALL BE 4,000 PSI @ 28 DAYS. _24_ ! ha 3 3 XXX KNUCKLED TIOM RAL K 2_g” ) Planning Department
— LT.I H /->>
CURB RAMPS SHALL BE PARALLEL TO THE DIRECTION OF gf/fgésngu 5| *f R ia A s PROJECT PHASE
TRAVEL. CONCRETE IYPE 2 E— s 22 ) i = Planning Director:
EXPANSION JOINTS SHALL BE INSTALLED FULL DEPTH | i | \_ \_ | | L% | I | \ o B 2307
WHEN EVER IT ABUTS EXISTING OR CURB AND GUTTER DETECTABLE S1e
WARNING DOMES \_ TURNBUCKLE e 3|48 BOOMERANG DESIGN PROJECT NUMBER
CROSS SLOPE NOT TO EXCEED 2% ON ANY PORTION OF | | | | TENSION BAR || MIN DEPTH & < GALV. STL. POST
RAMP OR TRANSITION TO STREET. " 10'—0" MAX SPACING A N 36 =
1/2" EXPANSION JOINT Ill— _m |_| —_— PARKING SPACE ( w 02-07.24
NO RAMP SHALL EXCEED 8.33% (12:1) SLOPE. 6"W X 12'D A WOTH 0" .
(1) CONC. CURB 4L, |_’ (6 POST WOTH 6-0 PARKING 3 FINISHED GRADE S Botuntent DRAWING RELEASE DATE
CROSS SLOPE SHALL BE MAX 2% 1/2" EXPANSION JOINT SEE SPACE ~ :
LANDSCAPE 1/2,, EXPANSION JOINT FENCE SECTION ELEVATION — ROUND END POSTS This document has been reviewed by the Town of Clayton and to the best of our knowladge
ALL RAMPS SHALL HAVE A 4’ MIN. LANDING WITH A 6" WIDE SIDEWALK SEE INSTALL NEW o : 1] : and baliel, sonferms to all laws, ordinances, policies and specifications thal are applicable,
MAX SLOPE OF 2% WERE PEDESTRIANS PERFORM CONCRETE CURB LANDSCAPE R END & CORNER . TOP_& BOTTOM POST IN NEW | Il - 3" DEEP CONC Approval by the Town shall not relleve the Applicant andfor Design Professional from the
TURNING. ENSURE TO PITCH TOWARDS GUTTER. DETECTABLE PLAN 7/2 EXPANSION JOINT POST ToP FABRIC ggg%Z%TE | ” | FOOTING responsibility for adequacy of design or for &rrors or omissions in the plans and specifications
I I : A
DETECTABLE Pra—— S S and meeting all applicatle standard Jations.
OF RAMP. R=1" (TYP.) g L__1
SEE [CONCRETE SIDEWALK DETAIL] FOR ADDITIONAL 6" WIDE (TYP) 4° MIN. 1
., ALL SIGNS SHALL BE PROVIDED AND INSTALLED IN ACCORDANCE WITH
INFORMA TTON. /2" EXPANSION JOINT ﬁ A . LATEST MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES
DOMES SUBMITTAL SHALL BE SUBMITTED TO DESIGN MMAQE_ELAME.W SPECIFICATIONS AND REQUIREMENTS
TEAM PRIOR TO INSTALLATION FOR COLOR SELECTION,
BOLTS ON AL FENCE SHALL e cUT FLUSH ACCESSIBLE PARKING SIGNAGE
WITH NUT. NO SHARP PROTRUDING EDGES. PRE—CAST CONCRETE WHEELSTOPS SHEET TITLE
1/2" EXPANSION JOINT:
DPE]
IPE 3 SEE SPECS FOR ADDITIONAL INFORMATION. C 7 0 4
ACCESSIBLE CURB RAMPS N.T.S. BLACK VINYL COATED CHAIN LINK FENCE AND GATE  N.TS. ACCESSIBLE PARKING SIGNAGE AND CONCRETE WHEELSTOP N.TSS. e
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